

































































MULTILAYER POLYMER ALUMINUM SOLID ELECTROLY'I--APACITORS

A2 series

B STANDARD RATINGS

vDC Cap Size (mQ ZOES§OOkHz) Rated ripple current Leakage Current
(SV) (MF) (LxWxT mm) ? (ma,x.) (100kHz,20~105°C)(mArms) (20°C) (MA max.)
100 7.3*4.3%2.8 16 2000 12.0
2
(2.3)
470 7.3*4.3%2.8 9 3500 56.4
100 7.3*4.3*2.8 16 2000 15.0
150 7.3°4.3*2.8 9 3000 22.5
180 7.3*4.3*2.8 12 2500 27.0
220 7.3*4.3%2.8 9 3000 33.0
25 | 270 USET2E | S I 3500 i B0,
(2.5) 230 o 734328 | L R 3500 495 ]
7.3*4.3%2.8 9 3500 49.5
7.3*4.3*2.8 4.5 3500 70.5
470 7.3*4.3%2.8 6 3500 70.5
7.3*4.3*2.8 3500 70.5
68 7.3*4.3*2.8 20 1900 16.3
RN S TN PV . NSO S USSR
46) |l 82 NEMZSEES:ZimmM| 00 L N 2100 ] 87
150 7.3*4.3*2.8 18 2100 36.0
10 7.3*4.3*2.8 55 1000 3.8
22 7.3*4.3*2.8 45 1000 8.3
33 7.3*4.3*2.8 25 1800 12.5
47 7.3*4.3%2.8 25 1800 17.8
6.3 68 7.3*4.3*2.8 15 2000 25.7
(7.2) 100 7.3*4.3%2.8 15 2000 37.8
156 7.3*4.3*2.8 10 3000 56.7
7.3*4.3*2.8 15 3000 56.7
220 7.3*4.3*2.8 10 3000 83.2
7.3*4.3*2.8 15 3000 83.2
75 150 7.3*4.3"2.8 10 3000 67.5
(8.6) 200 7.3*4.3*2.8 12 3000 90.0
10 7.3*4.3°2.8 55 1000 6.0
0 22 7.3*4.3%2.8 28 1600 13.2
(11.5) | 33 oo|...T3a4s2s 25 e 1800 198
,,,,,,,,,,,,, 68 .....|..7343%28 | A5 2000 AR08
100 7.3*4.3%2.8 15 2500 60.0
,,,,,,,,,,,,, ©o | 784328 | 8 ...t o125
,,,,,,,,,,,,, 18 134328 A 1000 188
,,,,,,,,,,,,, 2 | 734328 | 8 oo lo............eoo o2T5
(12'2) 33 7.3*4.3°2.8 25 1800 41.3
47 7.3*4.3%2.8 20 2000 58.8
56 7.3*4.3°2.8 15 2000 70.0
100 7.3*4.3%2.8 12 2500 125.0
6.8 7.3*4.3°2.8 70 1000 10.9
10 7.3*4.3°2.8 60 1000 16.0
15 7.3*4.3°2.8 40 1000 24.0
16 ] 2 7.3°4.3'28 | 30 1600 32
(18.4) 33 7.3%4.3°2.8 30 1600 52.8
47 7.3*4.3°2.8 30 1600 75.2
68 7.3°4.3°2.8 30 1600 108.8
100 7.3°4.3°2.8 25 1800 160
25 10 7.3*4.3°2.8 45 1000 25.0
(28.8) 33 7.3°4.3°2.8 60 1400 82.5

Specifications may be subject to change without notice.
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AiSHi

CONDUCTIVE POLYMER ALUMINUM SOLID ELECTROLY',\PACITORS

PZ series

I STANDARD RATINGS

vDC Cap Size ESR Rated ripple current Leakage Current
(sV) (KF) ®DxL(mm) (mQ,20°C,100kHz)(max.) (mArms/105°C,100kHz) (MA)(max.)
47 6.3*5
6.3*8 15 3600 500
330 6.3*5 25 3160 500
470 5.5t9 20 4100 592
6.3 800 579 20 4100 630
(7.2) 560
"""""""""" 6.3"9 20 5080 857
680
820 6.3*9 20 5080 1033
1500 8*11 10 5400 1890
2200 1012 10 5800 2772
5600 10*18 10 6300 5000
220 5*7 20 3300 500
6.8
(7.8)
820 6.3*9 20 4900 1115
7
(8)
7.5
(8.6) 560 6.3*8 20 3900 840
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LARGE CAPACITANCE ALUMINUM ELECTROLYTIC CAPACITORS

Endurance with ripple current: 5,000 hours at 105°C

Applications: Professional power supplies, Frequency converters and Traction
Detail specification: IEC 60384-4

RoHS Compliant

SPECIFICATIONS

-25~+105°C(350~450 Vdc)

1.10% Vr

1000~15000uF

350~450 Vdc

+20% (M) (at 20°C, 120Hz)

1=0.02CV [uA] or 5SmA, whichever is smaller.
Where, |: Max.leakage current (uA), C : Rated capacitance (uF), V : Rated voltage (V) (at 20 after 5 minutes)

0.20 (at 20°C, 120Hz)

Capacitance Change C(-25°C)/C(+20°C)=20.7 (at 120Hz)

When measured between the terminals shorted each other and the mounting clamp on the insulating sleeve covering the case
by using an insulation resistance meter of 500Vdc, the insulation resistance shall not be less than 100MQ.

When a voltage of 2,000Vac is applied for 1 minute between the terminals shorted each other and the mounting clamp on the
insulating sleeve covering the case, there shall not be electrical damage.

The following specifications shall be satisfied when the capacitors are restored to 20°C after DC voltage plus the rated ripple
current is applied for 5,000 hours at 105°C.

Capacitance Change . =420% of the initial value

Leakage Current i <The initial specified value

The following specifications shall be satisfied when the capacitors are restored to 20°C after exposing them for 1,000 hours at 105°C
without voltage applied.

Capacitance Change i <+20% of the initial value

Leakage Current i <The initial specified value

DIMENSIONS(Screw-Mount)[mm]
e Mounting Clamp Type:| o Mounting Clamp Type:Y
Axl 360°

&2\ 45°+5°
/:.

L+3max. 3 8
J

P < <o<cicetons>

35 | 58.0 | 44.0 | 48.0 | 12.7 325 . 14.0 | 222 Plus hexagon-headed screw:

51.6 | 80.0 | 62.0 | 68.0 | 22.2 384 ] 140 | 285 M5x0.8x10 or M6x1.0x12

64.3 | 93.0 | 82.0 | 81.0 | 285 445 ] 14.0 | 31.7 Maximum screw tightening torque:
77 | 106.0] 94.0 | 935 | 31.7 ] 3.23Nm

* The screw and the mounting clamp are separately supplied and not attached to the product.

Sleeve (Pb-free PVC:Black) Wl

o
¥ w

dD+1.8max

@35 to @51.6:G=7
64.3 to @91:G=6.5

PART NUMBERING SYSTEM RATED RIPPLE CURRENT MULTIPLIERS
Frequency Coefficient

Screw-mount
Terminal Type

E NFE 2G M 562 UDO S % C

B T Sleeve Code: “C” for PVC, “T” for PET
Internal code

Terminal code
Size code Coefficient

Capacitance code

Capacitance tolerance code The endurance of capacitors is shortened with internal heating produced by
Voltage code ripple current at the rate of halving the lifetime with every 5 or 10°C rise. When
Series code long life performance is required in actual use, the rms ripple current has to

Category code be reduced.
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AiSHi LARGE CAPACITANCE ALUMINUM ELECTROLYTIC CAPACITORS

N F series

B STANDARD RATINGS

Cap Case size ESR typ. ESR max. Rated ripple current

(MF) ®D*L(mm) 120I;IanZO°C 120Hz 20°C (Arms/105°C,120Hz) Part NO.

51.6"80 . . ENF2VM102S80*00C

350(2V)

91*220 . . ENF2VM153VM0*00C

51.6*80 . . ENF2GM102S80*00C

400(2G)

91*220 . . ENF2GM123VM0*00C

51.6*105 . . ENF2WM102SA5*00C

91*220 . . ENF2WM103VMO0*00C




LARGE CAPACITANCE ALUMINUM ELECTROLYTIC CAPACITORS

N K series

® Endurance with ripple current: 5,000 hours at 105°C
e High ripple and long life series

e Detail specification: IEC 60384-4

e RoHS Compliant

B SPECIFICATIONS

Items Characteristics

Category Temperature Range -25~+105°C(350~450 Vdc)

Surge Voltage 1.10* Vr

Rated Capacitance Range 1000~15000pF
Rated Voltage Range 350~450 Vdc

Capacitance Tolerance +20% (M) (at 20°C, 120Hz)

1=0.02CV [uA] or 5mA, whichever is smaller.
Where, |: Max.leakage current (uA), C : Rated capacitance (uF), V : Rated voltage (V) (at 20 after 5 minutes)

Leakage Current

Dissipation Factor (tand) 0.20 (at 20°C, 120Hz)

Low Temperature ) oo N
e RE e Capacitance Change C(-25°C)/C(+20°C)=20.7 (at 120Hz)

When measured between the terminals shorted each other and the mounting clamp on the insulating sleeve covering the case

Insulation Resistance by using an insulation resistance meter of 500Vadc, the insulation resistance shall not be less than 100MQ.

Insulation When a voltage of 2,000Vac is applied for 1 minute between the terminals shorted each other and the mounting clamp on the
Withstanding Voltage insulating sleeve covering the case, there shall not be electrical damage.

The following specifications shall be satisfied when the capacitors are restored to 20°C after DC voltage plus the rated ripple
current is applied for 5,000 hours at 105°C.

Endurance Capacitance Change

Leakage Current i <The initial specified value

The following specifications shall be satisfied when the capacitors are restored to 20°C after exposing them for 1,000 hours at 105°C
without voltage applied.

Shelf Life Capacitance Ch.
D.F. (tand)

Leakage Current <The initial specified value

B DIMENSIONS(Screw-Mount)[mm]

° Mounting[&l?mp Type:l e Mounting Clamp Type:Y
0°

W1 3

oD A B W F <Screw specifications>

35 58.0 | 44.0 | 48.0 | 12.7 Plus hexagon-headed screw:
51.6 | 80.0 | 62.0 | 68.0 | 22.2 : . . . M5x0.8x10 or M6x1.0x12
64.3 | 93.0 | 82.0 | 81.0 | 285 ] ] ] ] Maximum screw tightening torque:

77 [ 106.0| 94.0 | 93,5 | 31.7 3.23Nm

* The screw and the mounting clamp are separately supplied and not attached to the product.

Sleeve (Pb-free PVC:Black)

®D+1.8max

I+3max.

@35 to @351.6:G=7
264.3 to @91:G=6.5

B PART NUMBERING SYSTEM B RATED RIPPLE CURRENT MULTIPLIERS
E NK 2G M 562 UDO S #=% [} ® Frequency Coefficient

T T T Sleeve Code: “C” for PVC, “T” for PET
Internal code Frequency(Hz) 50 120 1k 3k

Screw-mount
Terminal Type

Terminal code
Size code Coefficient 0.8 1.0 11 1.3 1.4
Capacitance code

Capacitance tolerance code  pe endurance of capacitors is shortened with internal heating produced by

Voltage code ripple current at the rate of halving the lifetime with every 5 or 10°C rise. When
Series code long life performance is required in actual use, the rms ripple current has to
Category code be reduced.
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AiSHi LARGE CAPACITANCE ALUMINUM ELECTROLYTIC CAPACITORS

N K series

B STANDARD RATINGS

. ESR typ. ESR max. .
Cap Case size 120Hz 20°C | 120Hz 20°C Rated ripple current

(HF) ®D*L(mm) mo (Arms/105°C,120Hz) PartNO.

51.6*80 . . ENK2VM102S80*00C

350(2V)

1007250 . . ENK2VM153VM0*00C

51.6*80 . . ENK2GM102S80*00C

51.696

400(2G)

100220 . ENK2GM123AM0*00C

51.6*105 . . ENK2WM102SA5*00C

100220 . . ENK2WM103AM0*00C




AiSHi

HUNAN AIHUA GROUP CO.,LTD.

Add: East Taohualun Road, Yiyang City,Hunan,P.R.China
Tel: +86-737-6184466

Fax: +86-737-6180539

E-mail: aihua@aihuaglobal.com
Http://www.aihuaglobal.com
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