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G-Switch Specification:
1.Current rated: 0.5A AC/DC
2. Voltage rating: 50V AC/DC
- A£0.15 - ‘ 3.Withstanding voltage: 250V AC
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50 L | 0.35£0.03 YA A - Dimensions(mm)
i T ‘ ‘ . f . | | f S 04 150 | 5.29 | 5.47 257 | 470 | 630 | 730 | 350 | 250 | 3.90
Wl j I N ‘ N w 06 250 | 6.29 | 6.47 357 | 570 | 7.30 | 830 | 450 | 350 | 4.90
P WY '\\ | NENN 08 350 | 7.29 | 7.47 457 | 670 | 830 @ 9.30 | 550 | 450 | 5.90
S ' ! \J\ i\ ' 10 450 | 829 | 8.47 557 | 7.70 | 9.30 | 10.30 | 650 | 550 | 6.90
B B i ! o ' | 12 550 | 9.29 | 947 | 657 | 870 | 10.30 | 11.30 | 7.50 | 650 | 7.90
L\/J ~ 83 £ g T B 14 6.50 | 10.29 | 10.47 757 | 970 | 1130 | 1230 | 850 | 750 | 8.90 | D
450 o g =2 ! 15 7.00 | 10.79 | 10.97 8.07 | 10.20 | 11.80 | 12.80 | 9.00 | 8.00 | 9.40
S H 3 H+0.10 20 950 | 13.29 | 13.47 | 10.57 | 12.70 | 14.30 | 1530 | 11.50 | 10.50 | 11.90
8_ - ™ 26 12.50 | 16.29 | 16.47 | 1357 | 15.70 | 17.30 | 18.30 | 14.50 | 13.50 | 14.90
- - G£0.10 - 30 1450 | 1829 | 18.47 | 1557 | 17.70 | 19.30 | 20.30 | 16.50 | 15.50 | 16.90
32 15.50 | 19.29 | 19.47 | 16.57 | 18.70 | 20.30 | 21.30 | 17.50 | 16.50 | 17.90
RECOMMENDED PCE LAYOUT 40 19.50 | 23.29 | 23.47 | 20.57 | 22.70 | 24.30 | 25.30 | 21.50 | 20.50 | 21.90
APPLICABLE FLAT CABLE TOLERANCE 20 0% 50 2450 | 28.29 | 28.47 | 25,57 | 27.70 | 29.30 | 30.30 | 26.50 | 25.50 | 26.90
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