| &

- TYCO ElECtl‘OI‘IICS Our commitment. Your advantage. | Search |

Products = Documentation = Resources < My Account = Customer Support =

Home = Products = By Type = Wire & Cable = Product Feature Selectar = Product Details

44A1111-20-9-9-US Product Details
Spec 44, Spec 55 and Spec RCW Wire and [ Quick Links———

S Cable v Check Pricing &
s | | | Mot EU ROHS or ELY Compliant dvailability

- - ..-'q..-", II

Sl L b Search for Tooling

b Product Feature

Product Highlights:

Selector
« Wire Source = United States Py
44A1111-20-9-9- « Cable Type = Spec 44 > Contact Us About
us Cable Style = Jacketed. Round-Braid This Product
. Sﬁieﬁdedye = -elexstan, Hellinorerel b Request Samples
NEW!
TE Part Number: 387003-012 | * Wire Size (AWG/CM) = 20 AWG
d Active « Voltage Rating = 600 WAC
L 4dd to Part List View all Features | Eind Similar
Products

Documentation & Additional Information

Product Drawings: Additional Information:
o CABLE, RADIATION-CROSSLINKED, POLYALKENE-INSULATED, ... « Product Line Information
(PDF, English)

Related Products:

Catalog Pages/Data Sheets: « Tooling
« YWire and Cable Harmessing and Protection Products (FOF,
English)

Product Specifications:
« MNone Available

Application Specifications:
« MNone Available

Instruction Sheets:
« MNone Available

CAD Files:
« MNone Available

List all Documents

F"r'DdUCt Features (Please use the Product Drawing for all design activity)

Product Type Features: Industry Standards:
« Cable Style = Jacketed, Round-Braid Shielded « Government/Industry Qualification = MNo
« Number of Conductors = 1 o ROHS/ELY Compliance = Not ELY/RoHS
compliant
Electrical Characteristics: « Lead Free Solder Processes = MNot relevant for
« Voltage Rating (VAC) = 600 lead free process
Body Related Features: Conditions for Usage:
« Wire Size (AWG/CM) = 20 AWG « Temperature Range (°C) = -65 - +150
« Cable Jacket Color = White
» Conductor Type = Tin-Plated Copper Operation/Application:
L W Bl = s « Application = General Purpose - Lightweight
« Dutside Diameter {mm [in]) = 2.26 [0.089] _
« Wire Diameter (mm [in]) = 1.40 [0.055] Packaging Related Features:

« Wire Source = United States
« YWire Size - Details = 20 AWG 0.62 mm?=,
0.00095 in2, 19 ¥ 32 AWG

Configuration Related Features: . . SR
« Cable Type = Spec 44 . FQIDE;%]{SCFEEH) Diarmeter (mm [in]) = 1.85

Conductor O.0. {mm [in]) = 1.01 [0,040]

Other:
« Brand = Raychem

[7) provide Wehsite Feedback | Need Help?

Horme | Customer Support | Suppliers | Site Map | Privacy Policy | Browser Support
2008 Tyco Electronics Corporation All Rights Reserved

Downloaded from AFfOW.com.



http://www.arrow.com

