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Model Definition
Mould Number: MX084S 8+0.05
Needle Diameter: 2.0 mm,
Fixing Method: Without Fixed Column
Interface Method: Conventional Flared Opening 3 HOUSING 1 PBT
Overall Length: 14.8 Q -
P Pt o mm 2 | SPRING PIECE 1 | PHOSPHOR BRONZE Sn-Plating
;“_.‘.ounting Method: Vertical ( DIP) 1 SPRING PIECE 1 PHOSPHOR BRONZE. Sn-Plating
Product Series: DC Power Jacks NO. DESCRIPTION QTY MATERTAL PLATING
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samzo parts [China] Co., s R
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DESIGN WANGGUIFA 2018.06012>>9 5 <~ +0. 25 MODEL NO: 9CL4148BEFA
— — SAMZO COMPONENTS
CHECKED ZHENGUILAN | 2018. 06. 12, >0~2< i 0.15 NAME:
LA S0.35 Electronic switch and connector manufacturer DC JACK
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: 1.外观:无批锋,生锈,电镀不良,碰伤现象. :无批锋,生锈,电镀不良,碰伤现象. ,生锈,电镀不良,碰伤现象. ,电镀不良,碰伤现象. ,碰伤现象. . 2.电气性能: :   a:绝缘阻抗: 各导体间绝缘阻抗值在DC500V,100MΩ以上; : 各导体间绝缘阻抗值在DC500V,100MΩ以上; DC500V,100MΩ以上; ;   b:耐电压:各导体间能承受AC500V,1MIN而无绝缘破坏和短路:各导体间能承受AC500V,1MIN而无绝缘破坏和短路AC500V,1MIN而无绝缘破坏和短路;   c:接触阻抗:30mΩ以下; :30mΩ以下; ; 3.机械性能:和对应的母座对插三次之后,插拔力在0.3-3KGf之间; :和对应的母座对插三次之后,插拔力在0.3-3KGf之间; ,插拔力在0.3-3KGf之间; 0.3-3KGf之间; ; 5000次之后,插拔力在0.3-3KGf之间. ,插拔力在0.3-3KGf之间. 0.3-3KGf之间. . 4.盐雾试验:正常试验条件能过24H,无氧化生锈现象. :正常试验条件能过24H,无氧化生锈现象. 24H,无氧化生锈现象. . 5.各部件符合ROHS 2.0 环保要求. ROHS 2.0 环保要求. . 6.标*为重点管控尺寸.*为重点管控尺寸..
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