4

T
THIS DRAWING IS UNPUBLISHED. RELEASED FOR PUBLICATION SEP , 2005. REVISIONS
@ ALL RIGHTS RESERVED.
COPYRIGHT 2005 By — P LTR DESCRIPTION DATE DWN [ APVD
A | RELEASED 29Nov2016| BW | RS
NOTES:
/A PACKAGING METHOD: TBD
o /2 30u” MIN. Au PLATING
/3 307 MIN. Au PLATING
6.5
4 ELECTRICAL CHARACTERISTICS
FREQUENCY RANGE: DC — 6 GHz
NOMINAL IMPEDANCE: 50 Ohm
INSULATION RESISTANCE: 500 MOhm
WORKING VOLTAGE: 335 Volts RMS at Sea Level
- DIELECTRIC WITHSTAND VOLTAGE: 1000 Volts RMS Max
CONTACT RESISTANCE(INITIAL):
‘ o CENTER CONTACT: 5.0 mOhm Max
r _ 0 OUTER CONTACT: 2.5 mOhm Max
Y N VSWR @ 6 GHz: 1.50:1 Max
] DETAIL \_J/
T g 5 MECHANICAL CHARACTERISTICS
o D So ENGAGEMENT FORCE: 63 N Max
2 DETAIL A 5 SEPARATION FORCE: 8N Min TO 20N Max
SCALE 5.1 DURABILITY: 500 Cycles
: :
7] 6 ENVIRONMENTAL CHARACTERISTICS
L OPERATING TEMPERATURE: —55 to +155 DegC
~ .
80 g 7 QUALIFICATION TEST HAVE NOT COMPLETED YET.
t S
40.92 RECOMMENDED PCB LAYOUT
$1.4%9'° TYP
4 PLCS
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s {1 NP
S 1 BRASS /\ | CENTER CONTACT | 5
—— 2.54 1 PTFE INSULATION 4
| o8 1 BRASS /A | BobY 3
| ' 1 PTFE INSULATION 2
| 1 BERYLLIUM COPPER /A\ | CENTER CONTACT | 1
14 30 0.92 34 6195861 MATERIAL DESCRIPTION  |ITEM
4 PLCS 4 PLCS N
QUANTITY PER ASSY PARTS LIST
DWN 16 JULY 2015
THIS DRAWING IS A CONTROLLED DOCUMENT.
RITA ZUO —T -
oK TS U 2075 -_ E TE Connectivity
DIMENSIONS: TOLERANCES UNLESS ROGER SONG
OTHERWISE SPECIFIED:  |APVD 16 JULY 2015 | NAME
mm ROGER SONG
R L TR MCX R/A JACK 50 OHM FOR PCB
1 PLC +0.3 THROUGH HOLE BODY
@62 PLC Foas 198 S64l SURFACE MOUNT CENTER CONTACT
3 PLC +_ APPLICATION SPEC
4 PLC + - SIZE CAGE CODE | DRAWING NO RESTRICTED TO
ANGLES + — -
MATERIAL FINISH WEIGHT 0 A@SOO779@356W9586 —
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