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ROHS
REV           ECN NO         DESRIPTION         DESIGN     APPROVAL      DATE

  A1 NEW           Replace frame 2018.06.12

   DESIGN        WANGGUIFA      2018.06.12

 CHECKED       ZHENGUILAN    2018.06.12

APPROVED      LILIANJIANG      2018.06.14

GENERAL TOLERANCE

≥0~2＜   ±0.15

≥2~5＜   ±0.25

≥0~2＜   ±0.15

 ≥5 ±0.35

 SCALE     1:1  UNIT     mm

NAME：

DC JACK

MODEL NO：

PART NO：

DWG NO：

TITLE:：FIRST VIEW The copyright belongs to
samzo parts [China] Co.,
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after samzo parts agree to
authorize. The final right of
interpretation belongs to
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SAMZO COMPONENTS
Electronic switch and connector manufacturer

后螺牙M8 2P焊线式 可带防水圈

9AH2180-P0091
9AH2180022B

9AH2180CE-X-A

9A H 2 180 C E X A
MODEL DEFINITION
Mould Number:01
Needle diameter:/H=1.65/F=2.0/I=2.35/G=2.5mm
Fixing Method:Without fixing columns
Interface Method:Thread
Overall Length:18.0mm
Pin Position:2PIN
Mounting Method:Wire bonding type
Product Series: DC Jack

Main Technical Performance
1.Rated electrical load: 30V  3A
2.Contact resistance: ≤0.03Ω
3.Insulation resistance: ≥100MΩ
4.Withstand voltage: AC 500V (50 Hz) min
5.Insertion and extraction force: 3 ～25N
6.Service life: 5,000 Cycles
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