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ROHS
REV ECN NO DESRIPTION DESIGN     APPROVAL     DATE

  A1 NEW Replace frame 2020.06.12

   DESIGN WANGGUIFA 2018.06.12

 CHECKED ZHENGUILAN    2018.06.12

APPROVED LILIANJIANG 2018.06.14

GENERAL TOLERANCE

≥0~2＜   ±0.15

 ≥2~5＜   ±0.25

≥0~2＜   ±0.15

 ≥5 ±0.35

 SCALE     1:1  UNIT     mm
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SAMZO COMPONENTS
Electronic switch and connector manufacturer

大电流 卧式插件 5PIN

9CW5116-A4425

9CW5-20234425

9CW5116BTGA

9C W 5 116 B T G A
Model Definition
Mould Number: MX04425
Needle Diameter:2.5 mm
Fixing Method: Fixed Column Type
Interface Method: Conventional Flared Opening
Overall Length: 13.50 mm
Pin Position: 3 Pin
Mounting Method: Horizontal  (SMT)
Product Series: DC Power Jacks

主要技术性能

1.额定电负荷： 30V  7A;

2.绝 缘 电 阻：≥100MΩ;

5.寿 命：5,000次。

4.插  拔   力：3～25N;

3.耐 压：AC500V(50Hz)/min;
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PCB板位置尺寸

序号 名  称 数量 材 料 备 注
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