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SAM[Z(O) REAC/ROHS REV ECN NO DESRIPTION DESIGN [ APPROVAL| DATE

A1 NEW Replace frame 2018.06.12

Technical parameters
—Impedance:50 Ohms
—Frequency Range:DC~3G
—VSWR:1.3MAX

27,5 —Working Voltage:500V rms @ sea level
—lInsulation Resistance:5000 Ohms min Temperature
1,55 8,69 2 Range:-65 TO +165!
|_'| —Relative Temperature:<95%(40°C+2°C)
— —Drawings products are in line with ROHS standards
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BNC-KY50-275-LO-N

Surface treatmentf% )2 =48
Pin position#i{y7 :L0-TE .

LengthffK:27.5mm

Product numberZi 5 :KY50 b 3 =B

Product series % %1:BNC [l 4l 5 47 K 26 Ji mj% . IAI:':‘H :':‘}ﬂr @a{q:
ITEM | DESCRIPTION| ~ MATERIAL | QTY|  FINSH/COLOR FIRST VIEW The copyright belongs to TITLE::

samzo parts [China] Co.,

Ltd. please use the materiall BNC_KY50 27 .5MM EE

after samzo parts agree to

interpretation belongs to

samzo parts.

— 0
c AL HPB59-1 1 | GENERAL TOLERANCE \\J w authorize. The final right of DWG NO' BNCKYSO‘P03030

B sl EMALG | 1 >0~2< | 40.15 | SCALE | 1:1 | UNIT mm www.kkkspcom  [PART NO: BNCKY50-230630
A S H4 1 T DESIGN | WANGGUFA |2018.06.12| >0 5 < +0.25 MODEL NO:BNC-KY50-275-L0-N
SAMZO COMPONENTS
CHECKED ZHENGUILAN [2018.06.12 20~2< io 15 NAME:
. . BNC
romroved| e || =7 10,35 Electronic switch and connector manufacturer COAXIAL RF CONNECTOR

1 2 3 4 5 | 6 | 7 8




	图纸和视图
	模型


