3

REVISIONS
LOCATION DESCRIPTION DATE DESIGN
INITIAL RELEASE / 7
H H E H H WQ‘OQ?A P 7 2 P 2025.03.10|  fh

a L S

e

7.20 [0.283]

7.20 [0.284]

0.45 [0.018]
2.60 [0.102]
2-0.60 [0.023]
R 0.65 [0.026]
PITCH
—

PICK & PLACE AREA g ) " 2 | | ;PN%%%%E% ‘g%‘

PIN 59

2-1.00 [0.039]

J

4.20 [0.165]

6.90 [0.272] — 7.00 [0.276]

2.60 [0.102] 0~65P#8~H026] |2 6.70 [0.264]

4-0.50 [0.020] \PCB EDGE
~— 0.30 [0.012] REF

——

8.45 [0.333]

E RECOMMENDED PCB PATTERN LAYOUT
| GENERAL TOLERANCE:%0.05

4-1.20 [0.047]

2-2.85 [0.112]

~Pin 5
0.38 [0.015] MIN
3.50 [0.138] MAX

4.50 [0.177] MIN

0.80 [0.032]

—

—
©
o

2

——

5.40 [0.213]
NSIDE INTERSECTIO 6.40 [0.252]

8.45 [0.333] NOTES:

1. MATERIAL:
HOUSING: LCP, BLACKUL94V—0:
TERMINAL: COPPER ALLOY. THICKNESS:0.15mm: SHELL: STAINLESS STEEL,
9.30 [0.366] MIN 8.90 [0.350] THICKNESS:0.30mm:
METAL TAB:STAINLESS STEELTHICKNESS:0.25mm:
8.70 [0.342] SEALING RING:SILICON RUBBER.
2.PLATING:
TERMINAL: CONTACT AREA: GOLD FLASH OVER MINIMUM O.75MICRON Pd/Ni:
SOLDER TAIL AREA: GOLD FLASHUNDER PLATING: NICKEL 2.0MICRON MINIMU
SHELL / METAL TAB: 2.0MICRON MINIMUM MATTE TIN OVER
2 G+ 1.27MICRON MINIMUM NICKEL UNDER PLATING.

0 :

KRQQM& % 3.TAIL COPLANARITY 0.08mm MAXIMUM.
=0.60 4.PRODUCT SPECIFICATION: PK—105296—002.
5. PACKAGE SPECIFICATION: PS—105296—001.

= RECOMMENDED OPENING DIMENSIONS OF 6.PRODUCTS MEET IP67 TEST REQUEST.
0.65 [0.026] MATING AREA WITH SEALING RING 7.COMPLIANT TO ROHS DIRECTIVE 2011/65/EU AND ELV 2000/53/EC.
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