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44A1121-20-6/9-9-US Product Details
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Product Highlights:

« Wire Source = United States
44A1121-20-6/9- , Cable Type = Spec 44 et
. This Product
o-Us + Cable Style = Jacketed, Round-Braid > BEnuesh saroles
Shielded —
TE Part Number; 382026-000 | * WWire Size (AWG/CM) = 20 AWG
J Active « Voltage Rating = 600 WAC
B Add to Bart List View all Features | Find Similar
Products

Documentation & Additional Information

Product Drawings: Additional Information:
o CABIE, RADIATION-CROSSLINKEDR, POLY AL KENE-TNSULATEDR, ... « Product Line Information
(POF, English)
o« TWO CONDUCTOR CABLE, RADIATION-CROSSLINKED, Related Products:
POLYALKE... (POF, English) . Tooling

Catalog Pages/Data Sheets:
« YWire and Cable Harmmessing and Protection Products (PLF,
English)

Product Specifications:
« None Available

Application Specifications:
« MNone Available

Instruction Sheets:
« MNone Available

CAD Files:
« MNone Available

List all Documents

Product Features (Please use the Product Drawing for all design activity]

Product Type Features: Industry Standards:
« Cable Style = Jacketed, Round-Braid Shielded « Government/Industry Qualification = MNo
« MNumber of Conductors = Twisted Pair e« ROHS/ELY Compliance = Not BLV/RoHS
compliant
Electrical Characteristics: « L2ad Free Solder Processes = MNot relevant for
« Yoltage Rating (VAC) = 600 lead free process
Body Related Features: Conditions for Usage:
o Wire Size (AWG/CM) = 20 AWG « Temperature Range (°C) = -65 - +150
« Cable Jacket Color = White
+ Conductor Type = Tin-Plated Copper Operation/Application:
. Wire Color = Blue, White « Application = General Purpose - Lightweight
« Dutside Diameter {mm [in]) = 3.76 [0.148] _
« Wire Diameter (mm [in]) = 1.40 [0.055] Packaging Related Features:

« Wire Source = United States
« Wire Size - Details = 20 AWG 0.62 mm?=,
0.00095 in2, 19 x 32 AWG

« Shield (Screen) Diameter {mm [in]) = 3.35
[0.132]

Conductor O.0. {mm [in]) = 1.01 [0,040]

Configuration Related Features:
« Cable Type = Spec 44

Other:
« Brand = Raychem
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