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深圳市灿升实业发展有限公司
ShenZhen CanSheng Industry Development Co.,Ltd. www.szcansheng.com

SOT-23-3 Plastic-Encapsulate MOSFETS

CS20P7C MOSFET(P -Channel)

FEATURES
VDS=-20 V,ID=-7A

RDS(ON)<24mΩ@ VGS=-2.5V

RDS(ON)<20mΩ@ VGS=-4.5V

High Power and current handing capability

Lead free product is acquire

Surface Mount Package

MAXIMUM RATINGS (TA=25℃ unless otherwise noted)
Symbol
（符号）

Parameter
（参数名称）

Value
（额定值）

Units
（单位）

VDS Drain-Source voltage -20 V

VGS Gate-Source voltage ±12 V

ID Drain current-Continuous 7 A

IDM Pulsed Drain Current(Note1) 28 A

PD Maximum Power Dissipation 1.3 W

TJ,Tstg Operating Junction and Storage Temperature Range -55-150 ℃

ROJA Thermal Resistance,Junction-to-Case(Note2) 100 ℃/W

ELECTRICAL CHARACTERISTICS (Tamb=25℃unless otherwise specified)

Parameter Symbol Test conditions MIN TYP MAX UNIT

Off Characteristics

Drain-Source Breakdown Voltage V(BR)DSS VGS=0V,ID=250uA -20 V

Zero Gate Voltage Drain Current IDSS VDS=20V, VGS=0V 1 uA

Gate-body Leakage IGSS VDS=0V, VGS=±10V ±100 nA

On Characteristics(Note3)

Gate-Threshold Voltage Vth(GS) VDS= VGS, ID=250 uA 0.45 1.0 V

Drain-Source On-Resistance RDS(ON)

VGS=4.5V, ID=6.0A 17 20 mΩ

VGS=3.7V, ID=5.0A 18 21 mΩ

VGS=2.5V, ID=4.0A 21 24 mΩ

Forward Trans conductance gfs VDS=5V, ID=4.0A 10 s

http://www.szcansheng.com


2/5

Dynamic Characteristics(Note4)

Input Capacitance Ciss

VDS=8V, VGS=0V,
f=1MHz

1205

pFOutput Capacitance Coss 134

Reverse Transfer Capacitance Crss 126

Switching Capacitance(Note4)

Turn-on Delay Time td(on)

VDD=10V, ID=1A,
VGS=4.5V
RGEN=6.0Ω

12 nS

Turn-on Rise Time tr 4 nS

Turn-off Delay Time td(off) 32 nS

Turn-off Fall Time tf 18 nS

Total Gate Charge Qg
VDS=10V, ID=6A,
VGS=4.5V,

7.5 nC

Gate-Source Charge Qgs 1.9 nC

Gate-Drain Charge Qgd 1.7 nC

Drain-Source Diode Characteristics

Diode Forward Voltage(Note3) VSD VGS=0V, ID=2A 0.8 1.2 V

Diode Forward Current(Note2 Is 2 A

Notes:
1.Repetitive Rating:Pulse width limited by maximum junction temperature

2.Surface Mounted on FR4 Board,t<10sec

3.Pulse Test :Pulse Width <300us,Duty Cycle <2%

4.Guaranteed by design,not subject to production
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Typical Characteristics CS20P7C
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Symbol MIN TYP MAX

A 1.05 1.25

A1 0.01 0.15

A2 1.05 1.15

b 0.30 0.50

c 0.10 0.20

D 2.82 3.02

E 1.50 1.70

E1 2.65 2.95

e 0.95

e 1 1.8 2.00

L 0.35 0.60

L1 0.55 0.70

θ 0° 8°


