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2009701715

CHANGE PIN DIMENSION

LENI630459

2016/03/14

Change Logo
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2019/02/21

Modify Note
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13/16"-28UN

29.3(REF )

TPin Male Connector

With Liquid Glue
Female Pin PCB Layout
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* @OImportant Dimension To Check

¥ Waterproof Rate: [PGT,
ZS@ Housing: Thermoplastic, Black
ZSf Pin: Copper Alloy, Gold Plated

*

¥ Gasket

Nut: Thermoplastic, Black
AN

Unmated

_@DP20.60 D

Rubber, Black
Use with waterproof cap or

dust cap

20.80+0.

Pin Assignments
Front View

Connector

‘Recommended Pane | Cu%*Ouf‘

Gasket

Max imum Panel Thickness

/o

Max imum Panel Thickness

Use without waterproof cap

2. 0mm
or dust cap
3. 0mm

Gasket and Nut are packed separately

in PE bags
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Screw IPin M Conn F Pin

SITE

SHEET

Ad

OF

WC-REV

A3 (@QO:

Inspection item
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BRELERHERAD

ITEM NO

DRAWN BY

CD-07PMFP-SCTO0] Ruru

DATE

2016-03-14

DWG NO

CHECKED BY

CD-0TPMFP-SCT00I Rita

DATE

2016-03-14

CUSTOMER

APPROVED BY

ALTW Lisa

DATE

2016-03-14
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