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No. Of Pin———]_

ECN NO.

DATE

DESCRIPTION

C201469

2020/09/25

C210561

20211704712

(Metal

39.3(Ref.)

Amphenol

6.0 Hex./

16.0 Hex.
Nut)

ote:
RoHS Compliant

@D Important Dimension
Waterproof rate: [PXT,
Connector

Housing: Thermoplastic, Black
Pin: Copper alloy, Gold plated
Extension Nut: Thermoplastic,
Nut: Metal
O-Ring: Rubber
Clamp Ring:

mated

Black

Gray

Thermoplastic, Black
Sealing Nut: Thermoplastic, Black
Seal: Rubber, Gray, OD: @4 0mm~D 7. 0mm
One set unassembled in one pe bag
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SCALE
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REV.
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Amphenol LTW ..
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ITEM NO

DRAWN BY DATE

JC Chen 2020-04-117

CHECKED BY DATE

Li Feng 2020-04-17
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APPROVED BY DATE

ALTW Jerry 2020-04-17

2

8 FMWI0T02-01-02A1

=
ES
w
o
o
S
=1
=
™
=
=
©w
©»
=
@
[
™
o
pi
=
o
o
=
>
=
>
m
=
3
=
o
=
5
=
o
=
o
m
3
»
o
o
=
-
o
™
=
=
>
=
>
=
S]
>
o
Bl
o
<
™
B
=
=
o
-
>
3

<
o
°
—
5
=
o
©w
o
o
o
&>
=1
=
™
=
o
=
ES
)
S
o
>
ES]
=
=
=
>
»
=
o
@
™
>
=
5
=
o
=
~
™
S
@
=
>
3

<
@
°
—
5
=




